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Skid Loader Trailer 
81” x 12’ to 22’ 
Tandem Axle- 6,000 lbs. each  
 

• A 36 Grade Steel Construction 

• Main Frame- 6” Channel 

• 5- Leaf Slipper Spring 
Suspension- 14,000 lbs capacity 

• ST235/80R16 Tires, LR E 

• 8-Bolt Wheel – 8 on 6 1/2” bolt 
pattern – 16” rim 

• 12,500 lbs. GVWR 

• Electric Brakes on both axles 

• Breakaway system with charger 

• Dropleg Jack – 7,000 lbs. lift 

• 2 5/16” Bulldog Side Latching 
Coupler – 12,500 lbs. capacity 

• Safety Chains 

• Front Rail – 2” square tube 
 
 

• 5’ Flip-up Ramps with legs 

• Treated Deck Lumber Flooring – 
2”x 10” 

• Cross Members on 18” centers – 
3” Channel 

• Deckplate Tear Drop Fenders with 
backs 

• Cargo Tiedowns / Stake Pockets 

• Approved DOT sealed beam 
lighting with reflectors 

• Federal DOT conspicuity tape 

• 14 gauge wiring – coated, housed 
in steel tubing 

• All electrical connections 
soldered and sealed 

• Color- black

Options: 
 

 

 
 

• Special color 

• Spare tire and wheel 

• Spare tire mount 

• D-ring tiedowns 

• Toolbox 

• 4” drop axles 

• Diamond plate floor 

• Adjustable pintle draw bar 

• Adjustable 2 5/16” coupler 

• 7K or 8K axle package 

• 2’ deckplate beaver tail 
 

 
 
 
 
 
 
 
 

 
 

• 10K Dropleg jack 

• Torflex suspension 

• 83” wide between fenders 

• LED lighting 


